Emission Inventory Source Methodology Summary Form

	SourceName:                                        Crematorium.
	

	
	

	Source ID Code:         6723500000                       &                       6723900000
	

	
	

	Source Description         In Pune dead bodies are cremated by burning either electrically or non 

                                       Electrically using fuelwood & dungcake.                                      
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	Date of Last Update:  22nd March,2004
	

	
	

	Methodology:  Method I
                        40% of bodies are cremated nonelectrically using fuelwood &dungcake. This             

                         causes more emission.

                        Method II

                        60% of bodies are cremated electrically using diesel. This cause very less 

                        emission.
	

	
	

	  Inputs – EF:   (for PM10)  For fuelwood  :-  1.5     gm/kg

                                           For dungcake:-   5.04   gm/kg    (source :- Gazala)

                                           For diesel      :-   7lb/1000gal  i.e. 0.003167 kg/gal  (source :- AP42)

 
	

	
	

	   Inputs – Activity:          Bodies burned per day  :-               50  

                                       Burning by nonelectrical method :- 40% i.e. 20

                                       Fuelwood needed per body  :-        200  kg 

                                       Dungcake needed per body  :-          60  kg

                                      Burning by electrical method :-  60% i.e. 30

                                      Diesel needed per day           :-  25 liter  i.e. 6.065 gal

(Source  :-  P.M.C Health Department)


	

	
	

	Estimated Emissions:    Total emission by fuelwood  :-  6  kg/day

                                       Total emission by dungcake:-  6.048  kg/day

                                       Total emission by non electrical method :-  12.048  kg/day 

                                                                                                        i.e. 4.39752  tons/year

                                       Total emission by electrical method  :-   0.019207855  kg/day

                                                                                                i.e.  0.007010867  tons/year


	

	
	

	Date Loaded to DB:    23rd March,2004
	

	
	

	Unresolved Issues:      The proportion of fuelwood & dungcake  needed for each body may not                                                                                                          

                                     be exact

                                     Burning of bodies per day is variable.


	

	
	

	Planned Improvements:    Field survey  should carry out properly.


	

	
	

	
	


